
Multiplex Wide Angle HD Bullet CameraECL-H595

• 2.5mm ultra-wide fisheye lens
• 1080p High Definition
• Back light compensation
• OSD Menu

Advanced Mechanical Design 
• Wall or ceiling mount
• IP66 weather resistant
• Megapixel rated optics

Advanced Functionality
• 170° field of view
• Digital WDR
• AGC

2 Megapixel HD 
Wide Angle 
Multiplex  
Bullet Camera
This ultra-wide angle 
surveillance camera is an 
excellent choice for challenging 
scenes. IP66 rated for indoor or 
outdoor use. 

Key Features:

Advanced Imaging Options



Specifications

Camera 

Sensor 1/2.8", 2 megapixel, Sony Exmor CMOS 

Lens 2.5mm MP rated 

Min. Illumination Color: 1.0 Lux, BW: 0.5 Lux, color DSS: 0.002 Lux, BW DSS: 0.0008 Lux

S/N >50dB (AGC off)

DNR Off/Low/Middle/High

Video 

Video Format Selectable: AHD, TVI, CVI, Analog output

OSD Yes 

General 

Power 

12VDC 

Up to 10% Voltage swing tolerance 

Working Environment –10°C ~ +50°C, Humidity ≤ 85% RH (non-condensing) 

Mounting bracket Included

Ingress Protection IP66 

Off/Auto/X2 ~ X30Sens-Up

Frame Rate 30fps (Real Time) 

Resolution 1920x1080

Weight 100g (3.5oz) 

ECL-H595 Multiplex Wide Angle HD Bullet Camera

Hollywood, FL 33020  USA
954-929-3646

3900 N. 29th Ave. 
 www.eclipsesurveillance.com 

300mA Max. 

Focus Fixed 

Iris  Auto Electronic Shutter

Automatic Gain Control Selectable, 15 levels 

Infrared Cut None

Back Light Compensation Off, BLC, HSBLC 

White Balance ATW, indoor, outdoor, manual

Certifications CE, FCC, RoHs 

WDR Digital Wide Dynamic Range

Dimensions 80mm x 37mm x 37mm

Privacy Mask Up to 4 areas 

Supported Languages English, Spanish, Chinese, French, Dutch, German, Italian, Portuguese, Polish, Turkish, Russian

Scanning system Progressive
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