
High Definition IP PTZ CameraECL-IPS320

• 20x optical zoom
• 5.5mm ~ 110mm focal length
• Back light compensation
• Auto White Balance

Advanced Mechanical Design 
• Metal body construction
• IP66 weather resistant
• Intelligent IR array (100m/328ft)
• 360° Continuous Pan Rotation

Advanced Functionality
• H.265 Compression
• Home function
• 255 configurable presets
• 6KV surge protected

3 Megapixel HD IP
Network PTZ Camera
This full-size pan/tilt/zoom  
surveillance camera is designed 
for indoor or outdoor use. Built-in 
IR illumination for up to 328ft. 

Key Features: 

Advanced Imaging Options 
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Specifications
Camera 

Sensor 1/3", 3 megapixel, CMOS 

Focus/Zoom 5.5 ~ 110mm (20x optical zoom), F1.6 ~ F3.5  

Effective Pixels 3MP (2048x1536)

S/N >48dB 

Day/Night Yes 

Video 

Video Format IP (Network based) 

OSD Yes 

Pan & Tilt

Pan Range 360° Continuous Rotation 

Pan Speed 0.5°/s ~ 90°/s 

Tilt Range 0° ~ 90° (auto reverse)

Tilt Speed 0.5° ~ 90°/s 

Number of Presets 255

Tours Smart pattern recording, A-B Scan, preset group tour

Home Position Supported 

Interface 

Network RJ45 Network port, 10/100Mbps

Storage SD Card supported

Alarm 1 In/1 Out 

AutomaticIris 

Frame Rate Up to 30fps (Real Time) 

Resolution 3MP (2048x1536), 2MP (1920x1080), 1.3MP (1280x960), VGA (640x480) 

Communication  IP (Network based) 

ECL-IPS320 High Definition IP PTZ Camera

Hollywood, FL 33020  USA
954-929-3646

3900 N. 29th Ave. 
 www.eclipsesurveillance.com 

1Ch in/1Ch out (two-way audio)

Focus Auto, Manual 

Image enhancements 3D DNR, AGC, BLC, AWB, etc.

Video Compression H.265/H.264/MJPEG

Network

Protocols TCP/IP, UDP, DHCP, DDNS, NTP, RTSP, SMTP, FTP, PPPoE, IPV4/IPV6 

Integration ONVIF, API

General 

Power 24VAC, 30W Max.  

Working Environment –20°C ~ 60°C, Humidity ≤ 95% RH (non-condensing) 

IR Intelligent Array, range of up to 328ft 

Ingress Protection IP66

Audio

Weight 3.5kg (7.72lbs)

Dimensions 208.4mm x 317mm (8.2" x 12.48")
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